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Preface 

 
These Philippine Bidding Documents (PBDs) for the procurement of Goods through 

Competitive Bidding have been prepared by the Government of the Philippines for use by any 

branch, constitutional commission or office, agency, department, bureau, office, or 

instrumentality of the Government of the Philippines, National Government Agencies, 

including Government-Owned and/or Controlled Corporations, Government Financing 

Institutions, State Universities and Colleges, and Local Government Unit. The procedures and 

practices presented in this document have been developed through broad experience 



d. The cover should be modified as required to identify the Bidding Documents as 

to the Procurement Project, Project Identification Number, and Procuring 

Entity, in addition to the date of issue. 

 

e. Modifications for specific Procurement Project details should be provided in the 

Special Conditions of Contract as amendments to the Conditions of Contract. 

For easy completion, whenever reference has to be made to specific clauses in 

the Bid Data Sheet or Special Conditions of Contract, these terms shall be 

printed in bold typeface on Sections I (Instructions to Bidders) and III (General 

Conditions of Contract) respectively. 

 

f. For guidelines on the use of Bidding Forms and the procurement of Foreign- 

Assisted Projects, these will be covered by a separate issuance of the 

Government Procurement Policy Board. 
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EXW – Ex works. 

 

FCA – “Free Carrier” shipping point. 

 

FOB – “Free on Board” shipping point. 

 

Foreign-funded Procurement or Foreign-Assisted Project– Refers to procurement whose 

funding source is from a foreign government, foreign or international financing institution as 
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NFCC – Net Financial Contracting Capacity. 

 

NGA – National Government Agency. 

 

PhilGEPS - Philippine Government Electronic Procurement System. 

 

Procurement Project – refers to a specific or identified procurement covering goods, 

infrastructure project or consulting services. A Procurement Project shall be described, 

detailed, and scheduled in the Project Procurement Management Plan prepared by the agency 

which shall be consolidated in the procuring entity's Annual Procurement Plan. (GPPB Circular 

No. 06-2019 dated 17 July 2019) 

 

PSA – Philippine Statistics Authority.
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development academy of the philippines 
BIDS &AWARDS COMMITTEE SO NO. 2023-047 DATED 16 MAY 2023 

Section I. Invitation to Bid 
 

 

 

 
INVITATION TO BID 

  
FOR 

 

“ONE (1) LOT SUPPLY, INSTALLATION AND COMMISSIONING OF 

NEW SEVENTEEN (17) UNITS INDIVIDUAL INVERTER-TYPE, BMS-

READY AIRCONDITIONING UNITS AT FLOOR 2A IN BUILDING A, 

DAP BUILDING, PASIG CITY” 
per Invitation to Bid No.: IB23-408625-06 

 

1. The Development Academy of the Philippines (DAP), through the Corporate Operating 

Budget (COB) for FY 2023 intends to apply the sum of FIVE MILLION PESOS 

(P5,000,000.00) being the Approved Budget for the Contract (ABC) under the contract 

for “One (1) lot Supply, Installation and Commissioning of New Seventeen (17) units 

Individual Inverter-Type, BMS-ready Airconditioning Units at Floor 2A in Building 

A, DAP Building, Pasig City” per Invitation to Bid No. IB23-408625-06.  Bids received 

in excess of the ABC shall be automatically rejected at bid opening. 

 

2. The DAP now invites bids for the above Project. Delivery of the Goods is required within 

90 calendar days upon 
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the latest Guidelines issued by the GPPB, the cost for the Official Bidding Documents is 

FIVE THOUSAND PESOS (P5,000.00). 

 

It may also be downloaded free of charge from the website of the Philippine Government 

Electronic Procurement System (PhilGEPS) and the website of the DAP. In order for 

bidders to participate, they shall pay the cost of the OBD not later than the scheduled 

Submission and Opening of the Bids. 

 

6. Interested bidders must make payment to: 

Account Name: Development Academy of the Philippines 

Account Number: 0671-0105-40 

Bank: Landbank of the Philippines 

Branch of Account: Pasig Capitol Branch 

 

A copy of proof of payment must be emailed to DAP’s Finance Department at: 

cashtreasury@dap.edu.ph for the issuance of Official Receipt (OR) and the BAC 

Secretariat will provide assistance to the On-line Bidder for the creation of “bidms account” 

and dedicated site in the bidms.dap.edu.ph. 

7. The DAP will hold a Pre Bid Conference on November 7, 2023 (Tue), 10:00AM via Google 

Meet Platform which shall be opened to all interested Bidders upon formal request through the 

BAC Secretariat. Requests shall be coursed through email at dapbacsec@dap.edu.ph and an 

invitation link will be then provided for at most three (3) email addresses per On-line Bidder.  

8. In compliance with GPPB Resolution No. 12-2020, all electronic-Bids must be duly received 

by the Bids and Awards Committee (BAC) Secretariat, through the designated 

bidms.dap.edu.ph secured account on or before November 28, 2023 (Tue) and not later than 

10:00AM.   All bids must be accompanied by a bid security in any of the acceptable forms and 

in the amount stated in ITB Clause 14. 

9. Bid opening shall be on November 28, 2023 (Tue) at 10:00AM via Google Meet Platform. 

Electronic-bids will be opened in the presence of the bidders’ authorized representative/s who 

are authorized to attend the proceedings. LATE BIDS SHALL NOT BE ACCEPTED. 

10. The DAP reserves the right to reject any and all bids, declare a failure of bidding, or not award 

the contract at any time in accordance with the provisions of RA 9184 and its IRR, without 

thereby incurring any liability to the affected bidder or bidders. 

11. For further information, please refer to: 

MARIET RIZ M. BRADECINA 

Manager, BAC Secretariat Division 

Development Academy of the Philippines 

GF DAP Bldg., San Miguel Avenue, Pasig City 1600 

P.O. Box 12788 Ortigas Center, Pasig City 1600 Philippines 
Telephone  No.  : (632) 8631-0921   loc. 133 
BAC Secretariat email  : dapbacsec@dap.edu.ph 

Website address  : http://www.dap.edu.ph 
 

 

 

 

mailto:cashtreasury@dap.edu.ph
mailto:dapbacsec@dap.edu.ph
mailto:dapbacsec@dap.edu.ph
http://www.dap.edu.ph/


10 
 

12. You may visit the following websites: 

For downloading of Official Bidding Documents: https://www.dap.edu.ph/invitation-to-bid/ 

For online bid submission: http://bidms.dap.edu.ph/page/ 

 

Issued this 30th day of October 2023.  

 

For the dap Bids & Awards Committee 2: 
 

 

 

ALAN S. CAJES 

Chairperson, BAC 
>> Nothing Follows <<

https://www.dap.edu.ph/invitation-to-bid/
http://bidms.dap.edu.ph/page/
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Section II. Instructions to Bidders 
1. Scope of Bid 

 

The Procuring Entity, Development Academy of the Philippines wishes to receive Bids 

for the “ONE (1) LOT SUPPLY, INSTALLATION AND COMMISSIONING OF 

NEW SEVENTEEN (17) UNITS INDIVIDUAL INVERTER-TYPE, BMS-READY 

AIRCONDITIONING UNITS AT FLOOR 2A IN BUILDING A, DAP BUILDING, 

PASIG CITY” per IB No. IB23-408625-06, the details of which are described in Section VII 

(Technical Specifications). 

 

2. Funding Information 

 

2.1 The GOP through the source of funding as indicated below for year 2023 in the 

amount of FIVE MILLION PESOS (P5,000,000.00). 

 

2.2 The source of funding is: 

a. NGA, the Corporate Operating Budget. 

 

3. Bidding Requirements 
 

The Bidding for the Project shall be governed by all the provisions of RA No. 9184 and 

its 2016 revised IRR, including its Generic Procurement Manuals and associated policies, 

rules and regulations as the primary source thereof, while the herein clauses shall serve as 

the secondary source thereof. 

 

Any amendments made to the IRR and other GPPB issuances shall be applicable only to 

the ongoing posting, advertisement, or IB by the BAC through the issuance of a 

supplemental or bid bulletin. 

 

The Bidder, by the act of submitting its Bid, shall be deemed to have verified and accepted 

the general requirements of this Project, including other factors that may affect the cost, 

duration and execution or implementation of the contract, project, or work and examine 
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source country. 

 

ii. The price of other (incidental) services, if any, as listed in the BDS. 

 

13. Bid and Payment Currencies 
 

13.1 For Goods that the Bidder will supply from outside the Philippines, the bid price 0 1 suppl
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by the BAC Secretariat.



16 
 

20. Post-Qualification 
 

Within a non-extendible period of five (5) 
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LARGEST COMPLETED CONTRACT (SLCC); 

4. Bid Security in accordance with BDS Clause 14 (please refer to FORM 

3: BID SECURING DECLARATION); 
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Section IV. General Conditions of Contract 
 

1. Scope of Contract 
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All reasonable facilities and assistance for the inspection and testing of Goods, 

including access to drawings and production data, shall be provided by the Supplier to 

the authorized inspectors at no charge to the Procuring Entity. 
 

5. Warranty 

5.1 In order to assure that manufacturing defects shall be corrected by the Supplier, 

a warranty shall be required from the Supplier as provided under Section 62.1 of 

the 2016 revised IRR of RA No.9184. 

5.2 The Procuring Entity shall promptly notify the Supplier in writing of any claims 

arising under this warranty. Upon receipt of such notice, the Supplier shall, repair 

or replace the defective Goods or parts thereof without cost to the Procuring 

Entity, pursuant to the Generic Procurement Manual. 

 

6. Liability of the Supplier 

The Supplier’s liability under this Contract shall be as provided by the laws of the 

Republic of the Philippines. 

 

If the Supplier is a joint venture, all partners to the joint venture shall be jointly and 

severally liable to the Procuring Entity. 



22 
 

Section V. 
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GCC 

Clause 
Details of SPECIAL CONDITIONS OF CONTRACT  

The packaging, marking, and documentation within and outside the packages 

shall comply strictly with such special requirements as shall be expressly 

provided for in the Contract, including additional requirements, if any, specified 

below, and in any subsequent instructions ordered by the Procuring Entity. 

The outer packaging must be clearly marked on at least four (4) sides as follows: 

Name of the Procuring Entity 

Name of the 

Supplier Contract 

Description Final 

Destination Gross 

weight 

Any special lifting instructions 

Any special handling instructions 

Any relevant HAZCHEM classifications 

 

A packaging list identifying the contents and quantities of the package is to be 

placed on an accessible point of the outer packaging if practical. If not practical 

the packaging list is to be placed inside the outer packaging but outside the 

secondary packaging. 

 

Transportation– 

 

Where the Supplier is required under Contract to deliver the Goods CIF, CIP, or 

DDP, transport of the Goods to the port of destination or such other named place 

of destination in the Philippines, as shall be specified in this Contract, shall be 

arranged and paid for by the Supplier, and the cost thereof shall be included in 

the Contract TJ
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GCC 

Clause 
Details of SPECIAL CONDITIONS OF CONTRACT  

Goods supplied from within the Philippines or supplied by domestic Suppliers 

risk and title will not be deemed to have passed to the Procuring Entity until their 

receipt and final acceptance at the final destination. 

 

Intellectual Property Rights – 

The Supplier shall indemnify the Procuring Entity against all third-party claims of 

infringement of patent, trademark, or industrial design rights arising from use of 

the Goods or any part thereof. 
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refrigerant will be recovered and 

hauled by the winning bidder. 

Any waste material shall be 

properly segregated, stored and 

handled by the winning bidder 

prior to disposal. 
8 Supply and install BMS modules 

on seventeen (17) new air-

conditioning units and three (3) 

existing air-conditioning units, 

and integration & connection to 

the existing air-conditioning 

BMS Panel. To include 

communication wires, pipes and 

other related materials and 

accessories. 

1 lot Within 90 days upon receipt of 
the Notice To Proceed. 

9 Supply and install of Main 

Breaker and Twenty-two (22) 

Branches Panel Board with 

Breaker for the new air-

conditioning units and tapping of 

two (2) existing air-conditioning 

units. 

Supply and installation of 

seventeen (17) unit feeder line 

from Panel Board to NEMA 3R. 

1 lot Within 90 days upon receipt of 

the Notice To Proceed. 

10 Supply/Alignment of t-runners 

and replacement of damaged 

existing ceiling due to the 

installation work, with the same 

specifications and type/finish of 

the existing ceiling. 

1 lot Within 90 days upon receipt of 

the Notice To Proceed. 

11 Restore to its original condition 

all affected facilities, areas, 

fixtures, etc. due to aircon 

installation works; 

Clean the areas before turn-over; 

and, 

Turn-over the entire project for 

acceptance to DAP Engineering 

Office 

1 lot Within 90 days upon receipt of 

the Notice To Proceed. 
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Section VII. Technical Specifications 
 

Instructions: Bidders must state here either “Comply” or “
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Item 
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DRAWINGS 

  
 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 

Item Specification Qty unit Statement of 

Compliance 
manufacturer. 
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Section VIII. Mechanical And Electrical 
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2.1.9 Controls 

 

 a. Condenser Controls 

 

  Provide load pressure control to insure condensing temperature for proper 

system operation at all ambient temperatures down to 40 degrees F. 

 

 b. Condenser Start-up Control 

 

  Provide condenser with a start-up control package which permits start-up 

compressor regardless of low ambient temperatures.  Package shall temporarily bypass 

system low pressure-start to permit start-up whenever minimum ambient temperature is 

below design evaporator coil suction temperature. 

 

2.1.10 Refrigerant Circuits 

 

 Entire refrigerant circuit shall be dehydrated, purged, and charged with refrigerant and 

oil at factory.  Factory oil charge shall be the full amount required for operation.   

 

2.1.11 Corrosion Protection 

 

 Units shall be factory corrosion protected in accordance with paragraph entitled, Corrosion  

Prevention. 

 

2.2 CLEANING, PAINTING AND IDENTIFICATION 

 

 Cleaning, painting and identification of piping shall be as specified under appropriate section of 

these Specifications. 

 

2.3 IDENTIFICATION TAGS AND PLATES 

 

 Pp7Cvidr
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concrete.  Level equipment bases, using jacks or steel wedges, and neatly grouted-in with a 

non-shrinking type of grouting mortar.  Locate equipment so that working space is available 

for all necessary servicing such as shaft removal, disassembling compressor cylinders and 

pistons, replacing or adjusting drives, motors, or shaft seals, access to water heads and valves 

of shell and tube equipment, tube cleaning or replacement, access to automatic controls, 

refrigerant charging, lubrication, oil draining and working clearance under overhead lines.  

Provide electric isolation between dissimilar metals for the purpose of minimizing galvanic 

corrosion. 

 

3.1.2 4-Way Ceiling Cassette Air-Conditioning System 

 

 Install system as indicated, in accordance with the requirements of ASHRAE 15-76 

and as recommended in the manufacturer's installation and operational instructions.  The 

following Split-Package Air Conditioner (SPAC), 4-Way Ceiling Cassette-Inverter Type 

are to be installed: 

 

EQUIPMENT,  REF.PIPING AND ACCESSORIES TO BE INSTALLED   

LOCATION PIPE LENGTH & DIAMETER R.I. QTY. 

GROUND FFLR. 2A LM ¼"ø ҃ϦǄ ½"ø ҆ϦǄ ø-INCHES ASSY. 

2.0TR  
Approx. 

145 X   X ¾"ø 7
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direction indicated on the valve.  If not incorporated as internal part of the valve, provide 

strainers upstream of the solenoid valve.  Provide service valves upstream of the solenoid 

valve, upstream of the strainer, and downstream of the solenoid valve.  Remove the internal 
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b. Evacuation, Dehydration, and Charging 

 

After system is found to be without leaks, evacuate the system using a reliable 

gage and a vacuum pump capable of pulling a vacuum of at least 1 mm lig 

absolute.  Evacuate system in strict compliance with the triple-evacuation and 

blotter method or in strict accordance with equipment manufacturer's printed 

instructions.  System leak testing, evacuation, dehydration, and charging with 

refrigerant shall comply with the requirement contained in an acceptable industry 

standard. 

 

c. Start-Up and Operation Tests 

 

The air-
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SECTION 16011 

 

ELECTRICAL GENERAL REQUIREMENTS 

 

PART 1 – GENERAL 

 

1.1 APPLICATION: 

 

This section applies of Division 16, “Electrical”, of this project except as specified otherwise in 

eche individual section. 

 

1.2 SCOPE OF WORK: 

  

The work shall include supply and installation of equipment, materials and all other items 

necessary to complete the following:  

 

a. Exterior Lighting  

b. Grounding System  

c. Testing and Commissioning of Electrical Works 

 

1.3 CODES, INSPECTION, PERMITS AND FEES: 

 

All works under this contract shall be installed in accordance with the latest requirements of the 

Philippine National Building Code, Philippine Electric Code (PEC), Regulation of local Power 

Company and Telephone Company. 

 

1.3.1  
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If equipment is disapproved, revise drawings to show acceptable equipment and 

resubmit. 

 

1.4.2  MANUFACTURER’S DATA: Submittals for each manufacture items shall be current 

manufacturer’s descriptive literature of cataloged products, equipment drawings, 

diagrams, performance and characteristic curves, and catalog cuts. 
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a. Internal and interconnecting wiring and control diagrams with data to explain detailed 

operation and control of the system or equipment  

b. A control sequence describing startup, operation, and shutdown 

c. Description of the function of each principal item of equipment  

d. Installation and maintenance instructions 

e. Safety precautions 

f. Diagram and illustrations 

g. Testing method 

h. Performance data  

i. Parts list. The list shall indicate sources of supply, indicate sources of supply, recommended 

spare parts, and name of servicing organization 

j. Appendix: List qualified permanent servicing organizations for support of the equipment, 

including addresses and certified qualifications 

 

1.7  POSTED OPERATING INSTRUCTIONS : 

 

Furnish approved operating instructions for the system and equipment indicating instructions for 

system and equipment indicated in the technical sections for use by operation and maintenance 

personnel. The operating instruction shall include wiring diagrams, control diagrams, and control 

sequence for each principal system  and equipment. Print or engrave operating instructions and 

frame under glass or in approved laminated plastic. Post instruction as directed. Attach or post 

operating instructions adjacent to each principal system and equipment including startup, proper 

adjacent to each principal system and equipment including startup, proper adjustment, operating, 

lubrication, shutdown, safety precautions, procedure in the event of equipment failure, and other 

items of instruction as recommended by the manufacturer of each system or equipment.  

 

1.8  DELIVERY AND STORAGE: 

 

Handle, store, and protect equipment and materials in accordance with the manufacturer’s 

recommendations. Replace damaged or detective items with new items.
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1.11  ELECTRICAL REQUIREMENTS: 

 

Provide Electrical Lighting Layout under Section 16520, “Exterior Lighting”.  

 

1.12  GUARANTEE: 

 

The contractor shall guarantee that the Electrical Works are free from defective workmanship 

and materials and will remain so for a period of one year from date of acceptance of the work. 

Any defects appearing within the said period shall be remedied by the contractor at his own 

expense. 

 

1.12.1  The Contractor shall indemnify and save harmless the Owner and the Engineers from 

and against all liability for injuries to persons or damage to property occasioned by any 

act or omissions of the contractor or any of his Sub-contractors, including any and all 

expenses, legal or otherwise which may be incurred by the Owner of the Engineers, in 

the defense of any claim, action or suit. 

 

 

PART 2 – PRODUCTS 

 

2.1  NAMEPLATES: Provide laminated plastic nameplates for each enclosure, switch, and device. 

Each nameplate inscription shall identify the function and, when applicable, the position. 

Nameplates shall be melamine plastic, 3 mm thick, white with black center core. Surface shall 

be matte finish. Corners shall be square. Accurately align lettering and engrave into the black 

core. Minimum size of nameplates shall be 50 mm by 150 mm. Lettering shall be a minimum of 

25 mm high normal block style. 

 

2.2  EQUIPMENT AND MATERIAL: Equipment and the materials should be based on acceptable 

brands or manufacturers as indicated below. Any substitution or use of equivalent brands other 

than those listed shall be subject to the approval of the Engineers. The list of the acceptable 

brands or manufacturers indicates compliance of the equipment and the materials listed to the 

project specifications. Final approval and selection of specific equipment and materials shall 

comply with paragraph 1.3 of this section. 

 

 

PART 3 – EXECUTION 

   

3.1 NAMEPLATE MOUNTING:  provide number, location and letter designation of nameplates as 

indicated. Fasten nameplates to the device with a minimum of two sheet -meta G
[(t)-54(h)-55(ick,)-27( )28(wh)-55(it)-54(e )27(wit)-54(h)-55( )28(black )-27(cen)-550 59-54(e )169.38 308.02 Tm
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Receptacles shall be NEMA WD1, heavy duty general use receptacle, ivory plastic, 

grounding type complete with matching plate cover, with rating 250V AC 10 or 15 Amps 

and 20 Amps for Air con units. 

 

 

PART 3 - EXECUTION 

 

3.1 CONSTRUCTION REQUIREMENTS 

 

Install devices flush and level to finished wall and floor. Install wall switches 1.3716 meters 

above finish floor while receptacle outlets will be 0.3048 meter above finish floor or 0.150 meter 

above counter or 1.3716 meters for toilet hand dryer and convenience outlet. For Air con units 

and other equipment, field verify equipment location. 

 

 

END OF SECTION 

 

SECTION 16149 

LOW VOLTAGE SWITCHGEAR 

 

PART 1 - GENERAL   

 

1.1 REQUIREMENTS: 

 

A. These specifications cover complete low voltage switchgear. All equipment shall be 

designed, assembled and tested in conformity with the single line diagram and the layout 

shown on the drawings. 

 

B. The equipment shall consist of the following sections: Main Compartment, Branch feeders 

compartment, bus bar section and instrumentation. 

 

1.2 SUBMITTALS: 

 

A. Shop Drawings: 

 

Submit shop drawings for substations indicating, but not limited to the following: 

 

 1. Overall dimension, front view, and sectional view. 

 

2. Bus arrangement including dimension and ampere ratings of all bus bars. 

 

 3. Type and spacing of bus and cable supports. 

 

 4. Maximum short-circuit bracing. 

 

 5. Circuit breaker type, interrupting rating, trip setting. 

 

 6. Ratings and sizes of lugs, impedance taps and fans. 

 

7. Elementary diagrams and wiring diagrams with terminals identified and 

indicating the internal wiring for each item of equipment. 

 

 8. Manufacturer’s data for all components and accessories including  

  labels. 
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 9. Routine test and design tests. 

 

 10. Installation Shop Drawings. 

 

11. Equipment base construction details including foundation-loading weights. 

 

 12. Metering equipment, connections, and mounting details. 

 

 13. Cable terminal devices and supports. 

 

B. Operation and Maintenance Manuals. 

 

C. Complete protective relay coordination study and settings.
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5. Power Factor Meter: 

 

 Transformer rated, 5 amperes, 120V input, 0.5 lag to 0.5 leading scale range. 

 

6. Rating of instrument transformers shall be as required by instruments application. 

 

 

 

PART 3 - EXECUTION 

 

3.1 GENERAL: 

 

A. All equipment and auxiliaries shall be delivered to the project site. 

 

B. Installation of all supplied equipment shall be supervised by the Manufacturer’s 

Qualified Representative, who shall be personally present at all times while the 

equipment are being installed and tested. 

 

END OF SECTION 

SECTION 16402 

INTERIOR WIRING SYSTEMS 

 

PART 1 - GENERAL  

 

1.1 GENERAL REQUIREMENTS: Section 16011, “Electrical General Requirements,” applies to 

this section with additions and modifications specified herein. In each of the standards referred 

to herein, consider the advisory provisions to be mandatory, as though word “shall” had been 

substituted for “should” wherever it appears. Interpret reference in these standards to the 

“authority having jurisdiction,” or words of similar meaning, to mean the engineers. 

Underground Service: Underground primary service conduits shall be continuous from the 

service entrance pole to the pad mounted transformer. 

 

1.2 SUBMITTALS 

   

 1.2.1 Manufacturer’s Data:  

 

a.  Receptacles 

b.  Circuit Breakers 

c.  Switches 

d.  Conduit and Fitting (each type) 

e.  Ground rods 

f.  Device plates  

g.  Insulated conductors  

h.  Outlet and junction boxes 

 

1.2.2 Shop Drawings: 

 

a.  Panelboards 

b. Wireways 

c.  Pullboxes 
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PART 2 - PRODUCTS
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    Phase C – blue 

    Neutral  -  Yellow  

    Ground   - Green 

 

2.5.3 Insulation: Unless specified or indicated otherwise or required to be otherwise by PEC, 

all power and lighting wires shall be 600-volt, Type THHN, except that grounding wire 

may be Type TW; remote-control and signal circuits shall be Type THHN. 

 

2.5.4 Bonding Conductors: ASTM B 1,solid bare copper wire for size 2.6 mm dia. And 

smaller; ASTM B 8, Class B, stranded bare copper wire for sizes 8.0 mm sq. and larger. 

 

2.6 SPLICES AND TERMINATION COMPONENTS: UL 486A, as applicable for wire 

connectors, and UL 510 for insulating tapes. Connectors for wires 2.6 mm dia. and smaller shall 

be insulated pressure-type, twist-on-splicing connector. Provide Soderless terminal lugs on 

stranded conductors. 
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2.10.1 Panelboard Buses: Support copper bus bars on bases independent of the circuit breakers. 

Main buses and back pans shall be designed so that breakers may be changed without 

machining, drilling, or tapping. Provide a separate ground bus as indicated, marked with 

a green stripe along its front and bonded to the steel cabinet for connecting grounding 

conductors. 

 

2.10.2 Circuit Breakers:Bolt–on, thermal magnetic type with interrupting capacity as indicated. 

Breaker terminals shall be UL listed as suitable for the type of conductor provided. Plug–

in circuit breakers are not acceptable. 

 

a. Multipole Breakers: Provide internal common-trip type with a single operating 

handle. Breaker design shall be such that an overload in one pole automatically 

causes all poles to open. Maintain phase sequence throughout each panel so that any 

three adjacent breaker pole are connected to Phase A, B, and C, respectively. Single 

pole circuit breakers provide with external tripping handles for multipole circuit 

breaker are not acceptable. 

 

2.11 TELEPHONE SYSTEM: Provide a system of conduits and terminal boxes, outlets and junction 

boxes, and other accessories. Provide pull wires in empty conduits. The complete system shall 

be ready for use by others who will provide wires/cables and install equipment and outlets. 

 

2.11.1 Outlet Boxes for Telephone System: Standard type, as specified hereinbefore. Mount 

flush in finished walls at the height indicated. 

 

2.11.2 Cover Plates: Standard telephone type of the finish specified for receptacle and switch 

cover plates. 

 

2.11.3 Conduit Sizing: Unless otherwise indicated, conduit for single outlets shall be a 

minimum of 20 mm electrical trade size and for multiple outlets as shown on drawings. 

Size conduits for telephone risers to telephone cabinets, junction boxes, distribution 

centers, and telephone services as indicated. 

 

2.12 GROUNDING AND BONDING EQUIPMENT: Ground rods shall be copper – encased steel, 

with a diameter of 20 mm dia and total length as indicated. 

 

 

PART 3 - EXECUTION 

 

3.1 INSTALLATION: 

 

3.1.1 General Requirements: Electrical installations shall conform to the requirements of the 

PEC and to requirements specified herein. 

 

3.1.2 Wiring Methods: Wiring method shall be insulated conductors installed in conduit, 

except where specifically indicated or specified otherwise, or required by the PEC to be 

installed otherwise. An insulated equipment grounding conductor shall be provided in 

all feeder and branch circuits, including lighting circuits. Provide insulated, green -

colored conductor for grounding conductors installed in conduit or raceways. 

 

3.1.2.1 Conduit in Floor Slabs: Rigid steel or Intermediate Metal Conduit. 

 

3.1.2.2 Nonmetallic Conduit: Do not use above ground floor slab except where 

specifically indicated or specified for special situation or systems. 
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3.1.3.7 Fasten conduits to sheet metal boxes and cabinets with two locknuts where 

required by PEC, where insulated bushings are used, and where bushings cannot 

be brought into firm contact with the box; otherwise, use at least a single locknut 
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several feeders pass through a common pullbox, tag the feeders to indicate 

clearly the electrical characteristics, circuit number and panel designation. 

 

3.1.5 Mounting Heights: Mount panelboards, circuit breakers, and disconnecting switches so 

that the height of the operating handle at its highest position will not exceed 1.8 m from 

the floor. Mounting lighting switches, receptacles and other devices as indicated. 

Measure mounting heights of wiring devices and outlets to the center of device or outlet. 

 

3.1.6 Conductor Identification: Provide conductor identification within each enclosure where 

a tap, splice, or termination is made. For conductors 14 mm sq. and smaller, color coding 

shall be by factory-applied plastic-coated, self-sticking markers, colored nylon cable ties 

and plates, or heat-shrink type sleeves. Identify control circuit terminations. 

 

3.1.7 Splices: Make splices in accessible locations. Make splices in conductors 2.6 mm dia. 

and smaller with an insulated pressure type connector. Make splices in conductors 8 sq. 

mm and larger with a solderless connector and cover with an insulation material 

equivalent to the conductor insulation. 

 

3.1.8 Covers and Device Plates: Install with all four edges in continuous contact with finished 

wall surfaces without the use of mats or similar devices. Plaster fillings will not be 

permitted. Plates shall be installed with an alignment tolerance of 2 mm. The u se of 

sectional type device plates will not be permitted. Plates installed in wet locations shall 

be gasketed. 

 

3.1.9 Grounding and Bonding: In accordance with the PEC, Ground all exposed non-current-

carrying metallic part of electrical equipment, metallic raceways systems, and neutral 

conductors of wiring systems. Make ground connection to driven ground rods as shown 

on drawings. 

 

3.1.9.1 Grounding Conductor:  Provide an insulated, green-colored equipment 

grounding conductor in all feeder and branch circuits. This conductor shall be 

separate from the electrical system neutral conductor. 

 

3.1.9.2 Resistance: The maximum resistance to ground of the grounding system shall 

not exceed 25 ohms under normally dry conditions. 

 

3.2 FIELD TESTS: The contractor shall provide all test equipment and personnel and submit 

written copies of all tests results. As an exception to requirements that may be stated elsewhere 

in the contract, the Engineer shall be given 5 working days notice prior to each test.  

 

3.2.1 Device Subject to Manual Operation: Each device subject to manual operation shall be 

operated at least five times, demonstrating satisfactory operation each time. 

 

3.2.2 Test on 600-Volt Wiring: Test all 600-volt wiring to verify that no circuits or accidental 

grounds exist. Perform insulation resistance test on all wiring using an instrument which 

applies a voltage of approximately 500 volts to provide a direct reading of resistance595.m*f
1 0 0 1fET
Q
q
0.0000 
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long driven full length into the earth. 

 

2.2 GROUND CONDUCTORS 

 

A. Provide grounding conductors of the size shown and the type specified in Section 16402, 

Interior Wiring System. 

 

2.3 GROUND CONNECTIONS 

 

A. Below Grade: Exothermic-welded type connectors by Cadweld, Thermoweld. 

 

B. Above Grade or in Manholes: Compression type connectors by T&B, Burndy, or 

Anderson. 

 

C. When making bolted connection to aluminum or galvanized structures, apply a 

corrosion-inhibitor such as Penetrox A to all contact surfaces2 Tm2a8gtrox A to all contact surfaces2 Tm2a8gtri
1 0 0 1 1cable,5(owe
ET
Q
q
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not be used. 

6. When making thermite welds, wire brush or file the point of contact to a bare 

metal surface. Use thermite welding cartridges and molds in accordance with 

the manufacturer’s recommendations. After welds have been made and cooled, 

brush slag from the weld area and thoroughly clean the joint. For compression 

connectors, use homogeneous copper, anticorrosion, surface treatment 

compound at connectors in accordance with connector manufacturer’s 

recommendations. Use connectors of proper size for conductors and ground rods 

specified. Use connector manufacturer’s compression tool. Notify the Inspector 

prior to backfilling any ground connections. 

 

M. Bond fab raised floor stringer system to building grounding system per attached details. 

Length-to-width ratio of installed ground braid shall not exceed 5:1. 

 

3.3 FIELD QUALITY CONTROL 

 

A. Inspect grounding and bonding system conductors and connections for lightness and 

proper installation. 

 

B. Test all ground fault interrupter (GFI) receptacles, alarm systems, and circuit breakers 

for proper connection and operation with methods and instruments prescribed by the 

manufacturer. 

 

C. Test grounding system in accordance with the requirements of Section 16972, Start up 

Testing and Commissioning of Electrical Equipment. 

 

 

 

END OF SECTION 

 

 

SECTION 16470 

PANELBOARDS 

 

PART 1 - GENERAL 

 

1.5 WORK INCLUDED 

 

A. Distribution panelboards. 

B. Branch circuit panelboards. 

 

1.6 RELATED WORK 

 

A. This Section shall be used in conjunction with the following other specifications and 

related Contract Documents to establish the total requirements for panelboards: 

 

1. Section 16011 – Electrical General Requirements 

2. Section 16402 – Interior Wiring System 

 

B. In the event of conflict regarding grounding requirements between this Section and any 

other section, the provisions of this Section shall govern. 

 

1.7 SUBMITTALS 

 

A. Provide the following in addition to the standard requirements with the Bid:  

1. Electrical characteristics of circuit breakers, including voltage, frame size, trip 
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rating, short-circuit rating in rms symmetrical amperes, and time-current curves. 

2. Panelboard electrical ratings, including short-circuit rating. 

 

 

PART 2 - PRODUCTS 

 

2.6 ACCEPTABLE MANUFACTURERS – DISTRIBUTION PANELBOARDS 

 

A. General Electric Company (Spectra Series). 

 

B. Cutler Hammer. 

 

C. Square D. 

 

D. Westinghouse 

 

E. Siemens 

 

F.  Fuji Electric 

 

2.7 DISTRIBUTION PANELBOARDS 

 

A. Panelboards: NEMA PB 1; circuit breaker type. 

 

B. Enclosure: NEMA PB 1; size as shown on the Drawings. 

 

C. Provide cabinet front with door-in-door (picture frame) construction. Finish in 

manufacturer’s standard gray enamel. 

 

D. Provide panelbooards with copper phase bus, ratings as shown on the Drawings. Provide 

aluminum ground bus in all panelboards. 

 

E. Where indicated, provide neutral bus bar of the same material as the phase bus bars and 
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E. Siemens 

 

F.  Fuji Electric 

 

2.9 BRANCH CIRCUIT PANELBOARDS 

 

A. Lighting and Appliance Branch Circuit Panelboards: NEMA PB1; circuit breaker type. 

 

B. Enclosure: NEMA PB1; as shown on the Drawings. 

 

C. Cabinet Size: as shown on the Drawings. 

 

D. Provide cabinet front with door-in-door, hinged-to-box construction with flush inner 

door lock and screwed-on outer door. Finish in manufacturer’s standard gray enamel. 

 

E. Provide panelboards with copper phase bus, ratings as scheduled on Drawings. Provide 

extruded aluminum ground bus with main lug in all panelboards. 

 

F. Provide extruded aluminum neutral bus with a minimum continuous current rating of 

100 percent of the phase bus bars, except where 200 percent neutral bus is specified. 

Provide at least one terminal screw for each branch circuit. 

 

G. Where more than one neutral bus is provided in the same panelboard, the neutral buses 

shall be connected together at the factory with continuous current rating of the connector 

equal to the neutral bus rating. 

 

H. Minimum Short-Circuit Rating: 10,000 amps rms symmetrical unless otherwise shown 

on the panel schedules. 

 

I. Molded-Case Circuit Breakers: NEMA AB 1; bolt-on type thermal magnetic trip circuit 

breakers, with common trip handle for all poles. Provide circuit breakers UL listed as 

Type SWD for lighting circuits. Provide UL Class A ground fault interrupter circuit 

breakers where shown on the Drawings. Provide circuit breakers UL listed as Type 

HACR for air-conditioning equipment branch circuits. All circuit breakers shall be fully 

rated. 

 

J. Provide lock-off devices for each panelboard. Device shall be capable of accepting a 

single padlock. 

 

K. Terminations: Provide all hardware required to accommodate the type of connectors 

specified in Section 16402 – Interior Wiring System 

 

L. Factory-Installed Nameplates: temporary tape labels. 

 

M. Field-Installed Nameplates: laminated plastic with engraved letters on each unit.  

 

N. Provide standard circuit inventory holders. 

 

O. Refer to panel schedules attached to this Section for specific requirements.  

 

P. Provide isolated ground bus where indicated. 
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PART 3 - EXECUTION 

 

3.4 PROTECTION DURING CONSTRUCTION 

 

A. Store all products specified in this Section in a dry location. Following installation, 

protect products from the effects of moisture, corrosion, and physical damage during 

construction. 

 

3.5 BRANCH CIRCUIT AND DISTRIBUTION 

 

 

A.
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F. The results of the study shall be presented graphically on time-current coordination curves. 

These curves to illustrate the selected trip characteristics of the protective devices in series 

to the fault location, and show the degree of protection attained from transformers, motor, 

etc. as selective tripping obtained from the backup protective devices. 

 

G. The results of the study shall also be presented as data tabulations under the following 

heading where applicable: 

 

1. Short circuit data: 

a. Current values for maximum and minimum fault conditions for close-in and line-

end fault locations for each protective device. 

b. A comparative tabulation of the calculated short circuit duties versus the ratings of 

the applied circuit breakers and fuses. If the study reveals problem areas or 

inadequacies of protective device, the report shall include recommendations for 

corrective steps to be taken. 

 

2. Devices identification and Settings: 

a. A listing of relay types and available taps, current transformer ratios, breaker types, 

fuses ratings and the location of each device in the system. 

b. The recommended tap and time dial setting, and the instantaneous pickup setting is 

to be given for each over current relay and setting for each breaker. 

c. A critique of the applied devices shall be included with comments pertaining to the 

suitability of the selected types, ranges and CT ratios, etc. 

 

3. Device Operation Check: 

a. For faults at each bus location, the operation time in second shall be listed for each 

relay at the fault bus one and two buses away from the fault bus. 

 

H. The contractor shall obtain the following data where applicable form the switchgear 

manufacturer, utility company and/or other Sub-contractor to enable him to proceed with the 

short circuit and coordination study. 
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9. 



65 
 

G. Provide all submission and final report as previously specified. 

 

H. The final report and study shall include assurance for the following items: 

 

1. That the protective devices on the main low voltage equipment its coordinate with the 

Utility Company protective devices. 

 

2. That the protective devices within the parameters of the study conform to the results of the 

study. 

 

3. That the equipment has been tested and performs as per the settings of approved 

coordination curves. 

 

4. That the “as left” condition of the protective device correspond to the record documents.  
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1. Submit with certification in tabular form a complete listing of all motors on the project for 

which motor controller have been provided. Include on this listing, the nameplate full 

load amperes of each motor and the size overload heaters installation each motor 

controller. 

 

C. Motors: 

 

1. Test all motors under load and confirm that motor rotation is correct.  

 

D. Engine Generator and Automatic Transfer Switches. 

 

1. Factory testing: 

a. Prior to shipment of each engine-generator set from the factory, a certified load test 

shall be performed and the results submitted to the Architect/Engineer for approval 

before shipment of the unit. The test shall conform the proper operation of all alarms 

and shut down circuits. 

 

b. The test shall also demonstrate compliance with the set performance criteria as 

specified herein. 

 

c. Testing shall be performed as follows: 

c.1 In a period of five (5) hours with a loading of 25, 50, 75,100 and 110 percent of 

rated load. Step loading procedures shall be utilized (i.e. 25 % first hour, 50% 

second hour, etc). 

c.2 Shock load of 100% of rated output, step loading is unacceptable. Maintain 100 

load for 1 hour. 

 

2. Field testing: 

 

a. After completion of the installation, the Contractor shall arrange with the engineer for 

a load test of each control switchgear and related automatic transfer switches. The 

generator shall be required to start- up and accept full load within 10 seconds. The 

unit shall continue to operate for not less than four (4) hours at 100% rated load. The 

test shall also include demonstrating that all alarms, signals, shut down devices, lift 

recall, etc., are functioning properly. The Contractor shall be responsible for 

securing all temporary load-banks, etc. required for the tests. 

 

b. The contractor shall supply all fuel for the testing. Upon acceptance by the 

Architect/Engineer the day tank and main fuel oil tank shall be filled to capacity 

after testing. 

 

E. HV Switchgear, Substation, Low Voltage Switchboards. 

 

1. At the completion of the work equipment shall be field tested in the presence of the 

Engineer in accordance with applicable standards. Tests shall be conducted under the 

close supervision of the service organization of the manufacturer. 

 

2. Test shall include the following: 

a. Operation of each disconnecting means under load. 

b. Operation of all metering equipment. 

c. Operation of all alarm devices. 

d. Operation of forced air cooling system. 

e. Operation of all key interlocks. 
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Development Authority (CDA), whichever is applicable; 

Ç Clear and readable Photocopy of valid Mayor’s/Business 

Permit or its Equivalent Document; 

Ç Clear and readable Photocopy of Tax Clearance Certificate 

for FY2022 issued by the Bureau of Internal Revenue (BIR); 

Ç Clear and readable Photocopy of Audited Financial 

Statements for FY2021 and FY2022 stamped “received” by 

the BIR or its duly accredited and authorized institutions. 

Technical Documents mark As Checked 

2) Statement of the prospective bidder of all its ongoing 

government and private contracts, including contracts awarded 

but not yet started, if any, whether similar or not similar in 

nature and complexity to the contract to be bid, per BDS Clause 

10.1, item no. 2.; 

T02 
☐Passed 

☐Failed 

3) Statement of the bidder’s SLCC at least two (2) completed 

similar contracts and the aggregate contract amounts should be 
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Checklist No.2 FINANCIAL DOCUMENTS 
 

01. All submissions of the Bidder must clearly indicate the paper the document number.   For example, 

Financial Component (i.e., 4pcs) should be marked “F01~1”, “F01~2”, “F01~3”, and “F01~4”. 

02. On this checklist; the column “As Checked” shall be marked …  

V “PASSED” to indicate that said document was available; or  

V “FAILED” when the document listed is not available in the bid proposal submitted; or  

03. At any stage of the procurement process, a proposal may still be declared “not eligible” if the 
contents/substance of the document is missing, or its found inappropriate or does not comply with the 

given requirements for this transaction. 

 

Bidding No. IB23-408625-06 Total ABC: P5,000,000.00  

Particulars: “ONE (1) LOT SUPPLY, INSTALLATION AND COMMISSIONING OF NEW 

SEVENTEEN (17) UNITS INDIVIDUAL INVERTER-TYPE,
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Section X. BIDDING FORMS 
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FORM 1: FINANCIAL BID FORM 
 

INSTRUCTIONS to BIDDERS:  
01. THIS FORM SHOULD BE ACCOMPLISHED USING THE BIDDER’S LETTERHEAD, SIGNED COPY SHOULD BE SUBMITTED AS PART OF THE FINANCIAL 

DOCUMENTS MARKED AS “F01”; 

02. THE SIGNED COPY OF THIS DOCUMENT (IN PDF OR JPEG FORMAT) MUST BE PART OF THE ELECTRONIC FILES THAT SHOULD BE CONTAINED IN 

THE SUBMITTED ELECTRONIC BID; AND, 

03. THE FILENAME STRUCTURE SHOULD BE “F01_XXX=FINANCIAL_BID_FORM=<BIDDERNAME>”. 

 

BID FORM 

mailto:dapbacsec@dap.edu.ph
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Commissions or gratuities, if any, paid or to be paid by us to agents relating to this Bid, and to contract 

execution if we are awarded the contract, are listed below1: 

 

Name and address of  agent  Amount and Currency  Purpose of  Commission or gratuity 

     

     

     

NOTE:  if none, state “None” 

 

 Until a formal Contract is prepared and executed, this Bid, together with your written acceptance thereof 

and your Notice of Award, shall be binding upon us. 

We understand that you are not bound to accept the lowest or any Bid you may receive; and,  

We certify/confirm that we comply with the eligibility requirements pursuant to the OBD. 

 

The undersigned is authorized to submit the bid on behalf of [name of the bidder] as 

evidenced by the attached [state the written authority]. 

 

We acknowledge that failure to sign each and every page of this Bid Form, including the 

attached Schedule of Prices, shall be a ground for the rejection of our bid. 

 

 

 

 
 

SIGNATURE OF THE AUTHORIZED REPRESENTATIVE 

Yours sincerely, 

 

NAME OF THE AUTHORIZED REPRESENTATIVE  

POSITION TITLE OF SIGNATORY:  

NAME OF FIRM\BIDDER:  

POSTAL ADDRESS:  

TELEPHONE NUMBER:  

EMAIL ADDRESS:  

 

 

 

 

 

 

 

 
1
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FORM 2: PRICE SCHEDULE  
(AS PER GPPB RESOLUTION NO. 16-
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Voltage/ Hz/Phase: 
220-240V, 50/60Hz, 
1phase; 

Cooling: at least 
36,000(BTU/Hr) 
Power Input:  at least 

2900 (W); 
Rated current: at least 

19 (A); 
BMS Ready; 
EER: at least 3.24; and, 

Refrigerant: at least 
R410A or eco-friendly 

refrigerant  

ROUGHING



77 
 

conduit, fittings 
electrical panel boards,  
individual breakers and 

other miscellaneous 
materials to complete 
the power and control 

wiring (Refer to the 
attached Mechanical 

and Electrical Technical 
Specifications) 
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1.18 Project duration should 
be Ninety (90) calendar 
days upon receipt of 

the Notice To Proceed. 

1.00 Lot       

1.19 All work-details, plans, 

lay-outs, and schedule 
should be submitted 
and approved by the 

DAP Engineering office 
before the Contractor 

begins to work 

1.00 Lot       

1.20 Submit the hardcopy in 

A3 size and soft copy in 
flashdrive of before, on-
going and after pictures 

with date and time 
stamp 

1.00 Lot       



80 
 

For Goods Offered From Abroad 

Name of Bidder     Page   of  . 

 

Invitation to Bid Number:  

 

1 2 3 4 5 6 7 8 9 
Item Description Country 

of origin 

Quantity Unit price CIF 

port of entry 
(specify port) or 

CIP named 
place 

 

(Specify border 
point or place of 

destination) 

Total CIF or 

CIP price per 
item 

 
(col.4 x 5) 

Unit Price 

Delivered Duty 
Unpaid (DDU) 

Unit price 

Delivered Duty 
Paid (DDP) 

Total Price 

delivered DDP 
(col.4 x 8) 

 
A 

 
 
 
 
 
 

 
 
 
 

        

B  

 

 

 

 

 

 

       



mailto:dapbacsec@dap.edu.ph
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[Insert NAME OF BIDDER’S AUTHORIZED REPRESENTATIVE] 

[Insert signatory’s legal capacity] 

Affiant 

 

SUBSCRIBED AND SWORN to before me this __ day of [month] [year] at [place of execution], 

Philippines. Affiant/s is/are personally known to me and was/were identified by me through competent 

evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. No. 02-8-13-SC). 

Affiant/s exhibited to me his/her [insert two (2) government identification cards used], with his/her 

photograph and signature appearing thereon, with 1st ID No. ______ issued on ______ at ______  and 

2nd ID No. ______ issued on ______ at ______  .  

 

Witness my hand and seal this ___ day of [month] [year].  
 

 

 
NAME OF NOTARY PUBLIC 

      Serial No. of Commission _______________ 

      Notary Public for _______ until __________ 

      Roll of Attorneys No. __________________ 

      PTR No. ______ [date issued], [pl>595.8 82204.2 
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FORM 4: CONTRACT AGREEMENT FORM
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IN WITNESS whereof the parties hereto have caused this Agreement to be executed in accordance 

with the laws of the Republic of the Philippines on the day and year first above written.  

 

 

for the Development Academy of the 

Philippines(“DAP”): 

for the {name of the Firm of the Winning 

Bidder} (“SUPPLIER”): 

 

 

 

Atty. ENGELBERT C. CARONAN, JR., MNSA 

President and CEO 

name of Authorized Representative. 

position-title of “Supplier” 

  

***witnesses *** 

 

 

 

Witness1 of DAP 

position-title of “DAP’s Witness1” 

 

 

 

Witness1 of the Bidder 

position-title of “Supplier’s Witness1” 

 

 

 

Witness2 of DAP 

position-title of “DAP’s Witness2” 

 

 

 

Witness2 of the Bidder 

position-title of “Supplier’s Witness2” 
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 FORM 5: OMNIBUS SWORN STATEMENT 
INSTRUCTIONS:THIS FORM SHOULD BE ACCOMPLISHED USING THE BIDDER’S LETTERHEAD 

 

REPUBLIC OF THE PHILIPPINES ) 

CITY/MUNICIPALITY OF ______ ) S.S. 

 

AFFIDAVIT  
I, [Name of Affiant], of legal age, [Civil Status], [Nationality], and residing at [Address of Affiant], after 

having been duly sworn in accordance with law, do hereby depose and state that: 

 

1. Select one, delete the other: 

 

If a sole proprietorship: I am the sole proprietor of [Name of Bidder] with office address at [address 

of Bidder]; 

 

If a partnership, corporation, cooperative, or joint venture: I am the duly authorized and designated 

representative of [Name of Bidder] with office address at [address of Bidder]; 

 

2. Select one, delete the other: 

 

[If a sole proprietorship:] As the owner and sole proprietor, I have full power and authority to do, 

execute and perform any and all acts necessary to participate, submit the bid, and to sign and execute 

the ensuing contract for “ONE (1) LOT SUPPLY, INSTALLATION AND 

COMMISSIONING OF NEW SEVENTEEN (17) UNITS INDIVIDUAL INVERTER-

TYPE,BMS-READY AIRCONDITIONING UNITS AT FLOOR 2A  IN BUILDING A, 

DAP BUILDING, PASIG CITY” of the Development Academy of the Philippines, as shown in 

the attached duly notarized Special Power of Attorney; 

 

“[If a sole proprietorship:] As authorized representative of [Name of Bidder], I have full power and 

authority to do, execute and perform any and all acts necessary to participate, submit the bid, and to 

sign and execute the ensuing contract for “ONE (1) LOT SUPPLY, INSTALLATION AND 

COMMISSIONING OF NEW SEVENTEEN (17) UNITS INDIVIDUAL INVERTER-

TYPE,BMS-READY AIRCONDITIONING UNITS AT FLOOR 2A  IN BUILDING A, 

DAP BUILDING, PASIG CITY” of the Development Academy of the Philippines, as shown in 

the attached duly notarized Special Power of Attorney; 

  

If a partnership, corporation, cooperative, or joint venture: I am granted full power and authority to 

do, execute and perform any and all acts necessary to participate, submit the bid, and to sign and execute 

the ensuing contract for the “ONE (1) LOT SUPPLY, INSTALLATION AND 

COMMISSIONING OF NEW SEVENTEEN (17) UNITS INDIVIDUAL INVERTER-

TYPE,BMS-READY AIRCONDITIONING UNITS AT FLOOR 2A  IN BUILDING A, 

DAP BUILDING, PASIG CITY” and/or to represent the [Name of Bidder] in the bidding as shown 

in the attached [state title of attached document showing proof of authorization (e.g., duly notarized 

Secretary’s Certificate issued by the corporation or the members of the joint venture)]; 

 

Bidder’s LETTERHEAD 
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3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the Philippines or any 

of its agencies, offices, corporations, or Local Government Units, foreign government/foreign or 

international financing institution whose blacklisting rules have been  recognized by the Government 

Procurement Policy Board, by itself or by relation, membership, association, affiliation, or controlling 

interest with another blacklisted person or entity as defined and provided for in the Uniform 

Guidelines on Blacklisting; 

 

4. Each of the documents submitted in satisfaction of the bidding requirements is an authentic copy of the 

original, complete, and all statements and information provided therein are true and correct; 

 

5. [Name of Bidder] is authorizing the Head of the Development Academy of the Philippines or its duly 

authorized representative(s) to verify all the documents submitted; 

 

6. Select one, delete the rest: 

 

[If a sole proprietorship:] I am not related by consanguinity or affinity up to the third civil degree to the 

Head of the Development Academy of the Philippines, members of the Bids and Awards Committee 

(BAC), the Technical Working Group, and the BAC Secretariat, the Head of the Project Management 

Office or the end-user unit, and the project consultants; 

 

[If a partnership or cooperative:] None of the officers and members of [Name of Bidder] is related by 

consanguinity or affinity up to the third civil degree to the Head of the Development Academy of the 

Philippines, members of the Bids and Awards Committee (BAC), the Technical Working Group, and the 

BAC Secretariat, the Head of the Project Management Office or the end-user unit, and the project 

consultants; 

 

[If a corporation or joint venture:] None of the officers, directors, and controlling stockholders of [Name 

of Bidder] is related by consanguinity or affinity up to the third civil degree to the Head of the Development 

Academy of the Philippines, members of the Bids and Awards Committee (BAC), the Technical Working 

Group, and the BAC Secretariat, the Head of the Project Management Office or the end-user unit, and the 

project consultants; 

 

7. [Name of Bidder] complies with existing labor laws and standards; and 

 

8. [Name of Bidder] is aware of and has undertaken the following responsibilities as a Bidder: 

 

a) Carefully examined all of the Bidding Documents; 

 

b) Acknowledged all conditions, local or otherwise, affecting the implementation of the Contract; 

 

c) Made an estimate of the facilities available and needed for the contract to be bid, if any; and,  

 

d) Inquired or secured Supplemental/Bid Bulletin(s) issued for the “ONE (1) LOT SUPPLY, 

INSTALLATION AND COMMISSIONING OF NEW SEVENTEEN (17) UNITS 

INDIVIDUAL INVERTER-TYPE, BMS-READY AIRCONDITIONING UNITS 

AT FLOOR 2A  IN BUILDING A, DAP BUILDING, PASIG CITY” 

 

9. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, or any form of 

consideration, pecuniary or otherwise, to any person or official, personnel or representative of the 

government in relation to any procurement project or activity. 

 

10. In case advance payment was made or given, failure to perform or deliver any of the obligations and 

undertakings in the contract shall be sufficient grounds to constitute criminal liability for Swindling 

(Estafa) or the commission of fraud with unfaithfulness or abuse of confidence through 

misappropriating or converting any payment received by a person or entity under an obligation 

involving the duty to deliver certain goods or services, to the prejudice of the public and the 
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government of the Philippines pursuant to Article 315 of Act No. 3815 s. 1930, as amended, or the 

Revised Penal Code. 

 

IN WITNESS WHEREOF, I have hereunto set my hand this __ day of ___, 20__ at ____________, 

Philippines. 

_____________________________________ 

Bidder’s Representative/Authorized Signatory 

                                                                                                    (JURAT) 
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SIGNATURE OF THE AUTHORIZED REPRESENTATIVE 

NAME OF THE AUTHORIZED REPRESENTATIVE 
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FORM 9: CERTIFICATE OF SITE INSPECTION 
 

INSTRUCTIONS to BIDDERS:  
01. SIGNED COPY SHOULD BE SUBMITTED AS PART OF THE TECHNICAL DOCUMENTS MARKED AS “T02”; 
02. THE SIGNED COPY OF THIS DOCUMENT (IN PDF OR JPEG FORMAT) MUST BE PART OF THE ELECTRONIC FILES THAT SHOULD BE CONTAINED 

IN THE SUBMITTED ELECTRONIC BID; 

03. THE FILENAME STRUCTURE SHOULD BE “T07_XXX=CERT_SITE_INSPECTION=<BIDDERNAME>”. 

 

 

CERTIFICATE OF SITE INSPECTION 
 in 

 DAP PASIG 
 

BIDDING NO.:  IB23-408625-06 

CONTRACT:  
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FORM 10 : TECHNICAL SPECIFICATIONS COMPLIANCE  
 

Instructions: Bidders must state here either “Comply” or “Not Comply” against each of the 

individual parameters of each Specification stating the corresponding performance parameter of the 

equipment offered. Statements of “Comply” or “Not Comply” must be supported by evidence in a 

Bidders Bid and cross-referenced to that evidence. Evidence shall be in the form of the 

manufacturer’s un-amended sales literature, unconditional statements of specification and 

compliance issued by the manufacturer, samples, independent test, data etc., as appropriate. A 

statement that is not supported by evidence or is subsequently found to be contradicted by the 

evidence presented will render the Bid under evaluation liable for rejection. A statement either in 

the Bidder's statement of compliance or the supporting evidence that is found to be false either 

during Bid evaluation, post-qualification or the execution of the Contract may be regarded as 

fraudulent and render the Bidder or supplier liable for prosecution. 

 

Item Specification Qty unit Statement of 

Compliance 
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Item Specification Qty unit Statement of 

Compliance 

ROUGHING-IN INSTALLATION MATERIALS 
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Item Specification Qty unit Statement of 

Compliance 
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Item Specification Qty unit Statement of 

Compliance 
going and after pictures with date and 

time stamp 

1.21 BMS Ready Certification of seventeen 
(17) air-conditioning units from 

manufacturer. 

1.00 Lot  
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Section XI. FILENAMES 
Notes to the Bidders: 

This Section of the OBD provides the information necessary for interested Bidders to prepare 

responsive bids, in accordance with the requirements of DAP. 

The tendered Bid shall be assessed on the basis of what is deemed advantageous to DAP, in 

particular, and to the Government, in general before an award will be served. 

This Section contains provisions that are to be used unchanged.  For illustration purposes, the 

following shall be packaged as follows: 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 
 

Below are information and a step-by-step guide in preparing the FILENAMES acceptable to 

DAP: 

1. The submitted secured zip.file-bid should contain the Technical and Financial Components of the 

Bid. The e-files that can be found in the said secured zip/rar.file-bid must be certified by the 

Bidder as the faithful electronic copies of the submitted requirements. 

2. The Bidder certifies that all of the electronic files with suffix <BidderName> had been diligently 

and carefully examined; 

The Bidder must ensure that each file is inspected, and that the files enumerated here below are 

saved and uploaded in the designated bidms.dap.edu.ph account of the Bidder.
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Section XII. Guide on How to Submit 
Electronic-bids 

 

ACCESSING AND USING THE BIDDING DOCUMENT MANAGEMENT 

SYSTEM (BiDMS): 

 

1. Each prospective bidder, who bought the Official Bidding Documents 

(OBD) amounting to the required OBD Fee and with an issued Official 

Receipt (OR) from DAP’s Finance Department, will be provided by the 

BAC Secretariat with its own BiDMS credentials (username and 

password); 

2. The given password by the BAC Secretariat must be changed upon logging 

in and the Bidder should not disclose their password to any unauthorized 

personnel from their Company nor to the Procuring Entity; 

3. The Bidders should access the BiDMS web portal through: 

http://bidms.dap.edu.ph and to log-in using the username and password; 

 

 

 

 

 

 
 

 

 

 

4. The Bidder dashboard will be loaded; 

 
 

 

 

 

 

 
 

 

http://bidms.dap.edu.ph/
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1st:   Duly Notarized Scanned-copy of the Letter of Authorization; 

2nd: A secured folder containing the secured compressed file of 

Eligibility and Technical Documents; and 

3rd:  A secured folder containing the secured compressed file of Financial 
Documents. 

 

Note: Passwords for each “secured”-folder should be different from each 

other.   

 

9. The Bidder may update/upload their bidding documents by first deleting 



development academy of the philippines 
BIDS &AWARDS COMMITTEE per SO#2023-047 dated May 16, 2023 

 

 

 
 
 
 
 

 

 
 

 
 

 
 
 

    
 
 
 

NOTHING 

FOLLOWS 
 
 
 
 
 
 

  
 
 
 
 
 
 

GF DAP Bldg., San Miguel Avenue, Pasig City 1600 
P.O. Box 12788, Ortigas Center, Pasig City 1600 

Telephone: (632) 8631 0921 loc. 133 
website: http://www.dap.edu.ph 

email address of BAC Secretariat: dapbacsec@dap.edu.ph 
 
 
 


